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GENERAL NOTES: z

NOTE : .

1. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIGR TO | \ ‘?Q PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS \\ 8 PUASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER. \ ,\_2 ‘

2. VIDEQ CAMERA LOCATION/ALIGNING SHALL BE COORDINATED WITH THE \ !

SHA ENGINEER. : \\ < \
oy "

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL < ,_.\
CABLES TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH \\ ®) \ \

CABLE.
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CONSTRUCTION DETAILS > o
: 38-14
A. USE EXISTING POLE MOUNTED CABINET AND CONTROLLER. (NOTE: SHA FORCES 3 ' SHA NO: BA368A52/C52
SHALL RETROFIT CONTROLLER EQUIPMENT TO OPERATE VIDEO DETECTION =

MD 30 @ MD 91
EQUIPMENT AMPLIFIERS).

B. USE EXISTING CONDUIT.
C. USE EXISTING HANDHOLE.
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USE EXISTING MAST ARM AND INSTALL OVERHEAD VIDEO DETECTION CAMER S —— ENT OF TRANSPOR
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E. REMOVE EXISTING HANDHOLE AND RE—INSTALL IN—KIND ROTATING HANDHOLE TNTO HANDHOLE . ‘ | | - oy DFFICE OF TRAFFIC & SAFETY
90 DEGREES TO ROADWAY ON TOP OF EXISTING CONDUIT HEADING NORTH/SOUTH
LEAVING 6 IN. PROTRUDING INTO HANDHOLE. | | MD 30 (HANOVER PIKE) AT MD 9t (EMORY ROAD)
F. INSTALL HANDHOLE. | BALTIMORE; MARYLAND
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